
WARNING
1. This j

j

ack is for Iifting ONLY. DO NOT move a load using the jack as a dolly.

.

2. Always inspect the jack before use. Ensure that alI parts are in good condition
and operating smoothly, the wheels are sound and that no cracks or distortion is
apparent. lf in doubt DO NOT USE. Have the parts replaced

3. Ensure the ack is on a firm soIid base, and that there is no likelihood of it
slipping when under load.

4. Ensure the Ioad is taken by the FULL saddle and that the point of Iift on the Ioad,
is of sufficient strength to support the full load adequately.

.
5. Always ensure that the Ioad is stabilized or supported in such a way that it will

not shift during Iifting or lowering operations
6. Always use supports to stabilize the Ioad once Iifted. NEVER work on or under a

Ioad unIess it is fulIy and adequately supported. NEVER reIy upon the jack to
hold the load in position.

7. Never push a Ioad off the jack.
8. Ensure that alI personneI are well cIear of a load being rai sed, or Iowered.
9. NEVER exceed the rated Ioad for the jack.

.10. DO NOT use if an oil leak is apparent

Front wheel Handle

INSTRUCTIONS FOR USE

Handle locking screw

Release valve

Handle socket

Lifting arm
Saddle

Castor

Connecting bolt

Power unit

Spring

BEFORE OPERATING

TO RAISE:

: Connect the two halves of the handle and secure with a nut
and bolt. Remove the locking screw from the rear of the handle socket and insert
the handle into the socket,ensuring the square drive on the end of the handle
engages fully with the square within the socket.
Replace and tighten the locking screw.

Place jack under vehicle at proper lifting Iocation.
Close release valve tightly by turning handle clockwise.
Pump the handle untiI it reaches the jacking point.
Ensure the saddle is central about
the lifting point, and that there are
no obstacles to prevent a clean lift,
also, all personneI are weII away
from the area, before continuing to
pump the handle to raise the vehicle.

NOTE: The jack will move slightly during operation. It is important that the
immediate vicinity is clean and completely free from debris.

WARNING: NEVER work on the vehicle when it is resting on a jack.This is a
highly dangerous practice. The vehicle MUST be supported on rated Jack

Stands, or suitable supports beneath jacking points recommended by the
manufacturer. There should be no Ioad on the Jack.
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SPECIFICATION

Length 943 mm

349 mm

180 mm

80 mm

315 mm

41 kg

2000 kg

Width

Height

Minimum lifting height

Maximum lifting height

Weight

Rated static load
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48021

LOW PROFILE GARAGE JACK 2.0 TON




